
 
 
    
   
 

AUMSHIVAY ENGINEERING PRIVATE LIMITED 
 

 B-21, Bhan Nagar, Queens Road, Jaipur-302021

 Website: www.aumshivay.com, www.omengineering.in

 E-mail:admin@aumshivay.com

         
 

PAGE. 1 
 

REG. OFFICE:VILLA NO. 60,LATA NAGAR, KALWAR ROAD, JHOTWARA, JAIPUR - 302012 

TM 
 

TM 
 

 
 
 
 
 

Material: Made From FR / Waterproof Fiberglass Cloth 

THICKNESS: 0.6 mm 

TEMPERATURE: Upto 6500C with TC with TC 

Application: WELDING BLANKETS 

 
 
 
 

MATERIAL: Canvas with Silicone Coating 

Style: Navy Board 

Weave: 4 H Satin 

Colour: Orange 

Yarn Count 
WRAP-TEX: 

 
WEFT-TEX: 

  
EC 9 68 Z 260 
 
EC 9 68 Z 260 

Maximum  Temperature 180℃, Absorve 

Threads / cm 
                                                                                                                                          
                                   Warp:  
                                                                                                               
                                    Weft: 

  
 
19 
 
13 

Weight g/m2 950 

Tensile Strength Kg/cm 
                                                                                  
                                   Warp: 
                                                                                                               
                                    Weft: 

 
 
 180 
 
68 

Coating thickness 2 mm 

 
 

FIRE PROOF TARPAULIN 

WATERPROOF FIRE TARPAULIN 

CANVAS FIRE RETARDANT TARPAULIN 


